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A00AX

LUGGAGE FLOOR BOX

MZ522742EX

INSTALLATION AND HANDLING INSTRUCTION     

Thank you for purchasing the Mitsubishi Genuine Accessory.

To install and use the product correctly with proper knowledge of it, read this Installation and Handling 

Instruction carefully.

Keep this Installation and Handling Instruction for reference when maintenance is required.

This Installation and Handling Instruction gives precautionary instructions in the boxes titled as followings.

Read through these instructions thoroughly. 

To the dealer:

Be sure that the customer receives this Installation and Handling Instruction.  

Caution Describes precautions that should be observed in order to prevent injury or damage to

the vehicle or its components,which may occur if sufficient care is not taken.

Provides additional information that facilitates installation work.

Failure to follow these instructions not only prevents the product from working properly but may lead to
trouble  with the vehicle. Be sure to follow all instructions carefully.

If there is anything unclear about the installation, handling and/or usage of the product, contact your
Mistubishi Motors dealer for clarification.

Mistubishi Motors Corporation is not responsible for any defects or difficulties caused by or resulting from
the failure to follow given instructions.

We recommend you to have the installation performed at an authorized Mitsubishi Motors dealer.

COMPONENTS (Make sure that all of the following components are included in the kit.)

Luggage floor box : 1  Installation and Handling Instructions (this document) : 1



1) When removing this product from the vehicle,  push 

     down rear seat (LH / RH) to the front, grip at the handle 

     opening  of outer of product, pull up to the front dire-

     ction and take out.  

     (Take out in reverse way against installation)
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INSTALLATION PROCEDURES

Luggage Floor Box
Rear seat (LH)

Rear seat (RH)

Carpet

1)  Push down rear seat (LH RH) to the front.

2)  When assembling this product to the vehicle inside,

     put the product against on the trim and move from 

     front to back as shown in picture. Then fix firmly at the 

     carpet by using hook-and-loop fastener on the inner 

     side of the product.

3)  After that, pull up rear seat (LH / RH) to its original.

Check

CARE AND HANDLING

Please check whether it is possible to push down or pull up rear seat while the product is set up on rear 
   seat.Please be careful that it may be difficult to remove  the stored thing  while  rear seat  return to its original.

The lid of the Luggage Floor Box can withstand a load of 20kg. If the lid is subjected to a load of more then
20kg,the lid and the main part of the box may break.Even if an item put on the lid weighs less then 20kg, 
damage may occur if the item is dropped from a height of 10cm or more.(As a rough, a load of 20kg is
applied by luggage whose  base area is 1,312c  (approx .41cm x 32cm).)

The Luggage Floor Box is designed exclusively for use in the A00AX luggage area. Do not use it in any way 
other then that indicated here.

Do not place items that have protrusions or sharp edges on the lid. Such items could scratch or break the lid.

Do not drive the vehicle with the lid of the Luggage Floor Box open or removed. Items could be thrown out of
the Luggage Floor Box, resulting in an accident.

When wiping off dirt, use lukewarm water or suitably diluted neutral detergent.

Do not use any organic solvent such as benzene or thinner. Such substances can cause decolorization and
deformation.

Caution

1) To open the lid, slip your hand into the handle opening

    (CTR), grasp the lid, and raise it.

2) When closing the lid, press the hook-and-loop fastener

    on the underside of the lid onto the hook-and-loop fast-

    ener on the main part of the box.

A. OPENING AND CLOSING LID
hook-and-loop fastener

Rear seat

Handle opening(CTR)
Handle opening(LH)

Handle opening(RH)

B. REMOVING LUGGAGE FLOOR BOX

Check

Check

Note

When pulling up rear seat (LH / RH) to its original, ple-

ase check  whether there is any interfere toward  this 

product.

Trim 

hook-and-loop fastener


